
Door Closer Installation Instructions

About this manual
The products described in this manual are only for sale and use in mainland China.
This manual is used as a guide. Photos, graphics, charts and illustrations provided in this manual are only for explanatory and illustrative purposes, may different from the specific product. Please refer to the 

actual product.
We recommend that you use this manual under the guidance of professionals.
Liability statement
   To the maximum extent permitted by law, this manual describes products (including hardware, software, firmware, etc.) are in accordance with the “status quo”, there may be a defect, error or malfunction, 

the company does not provide any express or implied warranty, including but not only limited to suitable for a particular purpose, merchantability, quality satisfaction without infringement of third party rights 

guarantee; we will not compensate for any special, incidental, incidental or indirect damage caused by the use of this manual or the use of our products, including but not only limited to loss of business profits, 

loss of data or documents.
   If you connect the product to the Internet at your own risk, including but not only limited to the product may be subjected to network attacks, hacker attacks, virus infections, etc., the company will not be 

responsible for the abnormal product work, information leakage and other problems caused by the product, but the company will provide you with product-related technical support in a timely manner.
   When using this product, please strictly follow applicable laws. If this product is used to infringe the rights of third parties or other improper uses, the company will not bear any responsibility.
   In case of any conflict between the contents of this manual and applicable laws, the provisions of laws shall prevail.

Foreword
The purpose of this section is to ensure that users can use the product properly through this manual to avoid operational hazards or property damage.Before using this product, please read the product manual 

carefully and keep it for future reference.
         Warning
    During the installation of the product, the electrical safety regulations of the country and the use area must be strictly observed. 
    If you want to use the power adapter, please use the normal manufacturer to provide the power adapter. 
    When the operation such as wiring, tear open outfit, please disconnect the power supply, not charged operation, avoid contact with bare circuit.
    If the device is not working properly, contact the store where the device is purchased or the nearest service center. Do not disassemble or modify the device in any way.(The Company shall not be liable for 

any problems caused by unauthorized modifications or repairs.)
          Attention
    Please don't make the objects fall off onto products or vibrating products strongly, the products away from the location of the magnetic field exists.Avoid installing products on surfaces that are prone to 

vibration or shock.(Ignoring this item may damage the product.)
    Please don't make the objects fall off onto products or vibrating products strongly, the products away from the location of the magnetic field exists.Avoid installing products on surfaces that are prone to 

vibration or shock.(Ignoring this item may damage the product.)  
    Please do not in high temperature, low temperature or high humidity environment use the product, the parameters of the specific temperature and humidity requirements in the product table.
    Products used indoors should not be exposed and installed in places where they may be exposed to rain or very damp.
    Avoid placing products in direct sunlight, poorly ventilated areas, or near sources of heat such as heaters and heaters (ignoring this may cause fire hazards).
    Do not operate in explosive environment.
    Do not place the product in an environment with corrosive gas, which will damage the product.
    Product access to the Internet may face network security problems, please strengthen the protection of personal information and data security.
When you find the product may have network security risks, please contact us in time.
    Please understand that it is your responsibility to properly configure all passwords and other related product security Settings and to keep your username and password safe.
    Please keep all the original packaging materials of the product properly, so that in case of problems, the product can be packed well with packaging materials and sent to the agent or returned to the 

manufacturer for treatment.
We are not responsible for any accidental damage in transit caused by non-original packing materials.

The product should not be discarded after the expiry date or the 
maintenance can not work normally. It should be disposed by the 
enterprise with the qualification of disposing waste electrical and 
electronic products. For the correct way, please refer to the 
national or local regulations on disposing waste electrical and 
electronic products.

Door Opening Direction Selection Opening Angle Selection

Select Installation Mode

Installation Steps (Standard Installation as an example)

The left hand door The right hand door
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Open Angle

 door frame

Standard installation

Note: The door closers are installed on the door, 
and the arm are installed on the door frame.

Upper door frame installation

Note: The door closers are installed on the door frame, 
and the arm are installed on the door.

Parallel plate installation

Note: The door closers are installed on the door, and
 the parallel plate are installed on the door frame.

Door frame

Door closer template

Door closer arm template

Door

Paste the template in the relative position and drill 
the mounting hole according to the template
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Door closer body

Fix the door closer and the screw in the corresponding
 position with screws
Note: The speed valves of the door closer towards 
the hinge

Arm

Screw the arm to the door closer

Rotate the arm

Rotate the arm and adjust the length of the screw so 
the pin shaft of the rocker arm is fitted into the shaft 
sleeve ofthe screw stem, then tighten screws.
Note: The screw stem is perpendicular to the door

Speed Regulation

Increase 
the speed

Reduce 
the speed 

Closing speed valve

Latching speed valve

 Attention

1.The door closer is equipped with automatic door 
closing function. Do not add extra force or the door 
closer may be damaged.
2.If found that the fixing screw of the square bolt is 
loose, causing the arm to hang down against the door. 
The door must not be forcibly pulled, and the screw 
should be tightened in time.
3.After half a month of use, check whether the screws 
are loose and tighten them in time
4.Pay attention to the speed regulation of summer and 
winter every year
Precautions for installation of hold-open door closer 
model

If the arm of the door closer rotates more than 360 
degrees and cannot return, please continue to rotate in 
the original direction until it can return.

Standard Installation Mode

Speed Control Valve

Adjust the valve

Right hand door Standard Installation Left hand door Standard Installation

Left hand doorRight hand door

preloading preloading

Note: 1.Door closer vavles should face the door hinge. 
2.Arm is perpendicular to the door frame.
3.Door closer should on the door, and arm shoes on the door frame.

Top Jamb Installation

 door frame

Speed Control Valve

 door 
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 door  door 

Left hand door Right hand door

Top Door Frame Top Door Frame

Right hand door Top jamb InstallationLeft hand door Top jamb Installation

preloading preloading

Note: 1.Door closer vavles should face the door hinge. 
2.Arm is perpendicular to the door frame.
3.Door closer should on the door frame, and arm shoes on the door.

Parallel Arm Installation

Speed Control Valve

Note: 1.Door closer vavles should end face the door hinge.
 2.Arm is parallel with the door.

preloading preloading

Right hand doorLeft hand door

Right hand door Parallel arm InstallationLeft hand door Parallel arm Installation

Warning: Built-in hold open door closer can hold open when door open 
angle over 90°, but need to set door limiter to prevent damage from 

exceeding 105°. Built-in Door closer open angle≥120°, will cause door 
closer damage.

Qualification Card

PASS
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